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Main specs 

TD-M1 

■Speakers  

Speaker units 8cm cone, full range, glass fiber 

Colors Black, white 

Type Bass reflex 

Playback frequency 70Hz - 30kHz 

Nominal output 20W (T.H.D: 1%) * single channel operation 

Maximum output 25W (T.H.D: 10%) * single channel operation 

Harmonic distortion 0.08% (at 10W output, 1kHz) 

S/N Over 90dB 

Resolution Over 60dB 

Input 
Wi-Fi / USB B (PC/Mac), USB A (iPhone/iPod touch), analog (3.5mm stereo 

mini-jack) 

Input sensitivity 950mVrms (at 20W output) 

Input impedance 10kΩ 

Power consumption 10W 

Standby power consumption 

(network standby) 
2.7W 

Standby power consumption (full 

standby) 
0.4W 

Dimensions (mm) *speaker units W155×D219×H242 

Weight (pair) Approx. 5.3kg 

Accessories Protective nets (2), AC adapter, power cord, antenna 

 
■AC adapter 

Input voltage 100V - 240V (50Hz/60Hz) 

Output voltage +20V 

Output current 3.6A 

Dimensions (mm) W132×D54×H31 

Weight Approx. 0.4kg 
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Product TD725SWMK2 TD520SW TD316SWMK2 (planned specs)

Colors Black 

Type Horizontal back-facing floor type (enclosed) 

Speaker unit 25cm cone-shaped woofer, valve  2 20cm cone-shaped woofer, valve  2 16cm cone-shaped woofer, valve  2 

Playback frequency 20 - 150Hz (-10dB) BASS MODE L.P.F.150Hz 25 - 150Hz (-10dB) BASS MODE L.P.F.150Hz 30 - 200Hz (-10dB) BASS MODE L.P.F.200Hz 

Nominal output 500W (T.H.D. 1%) 250W (T.H.D. 1%) 150W (T.H.D. 1%) 

Low-pass filter 30Hz - 150Hz (ON/OFF switch available) 40Hz - 200Hz (ON/OFF switch available) 

Angle change 0/180° (remote control or front panel switch) 

Mode switch BASS/DIRECT (remote control or front panel switch) 

Harmonic distortion 0.05% (50Hz ½ nominal output) 

S/N Over 95dB 

Input 

LINE (Stereo) 2/Speaker Level 1 

XLR (Stereo)1 *no. 2 HOT 

LINE (Stereo) 2/Speaker Level 1 LINE (Stereo) 1/Speaker Level 1 

Input sensitivity 50mVrms (for 500W output) 50mVrms (for 250W output) 50mVrms (for 150W output) 

Input impedance For LINE XLR input 10kΩ/Speaker Level input 3kΩ For LINE input 10kΩ/Speaker Level input 3kΩ 

Output LINE (Stereo) 1/Speaker Level 1 

Power consumption 110W 65W 40W 

Standby power 

consumption 

0.33W *Main power ON/remote control standby/AUTO OFF 

Dimensions (mm) W545×H500×D524 (including protruding portion) W459×H420×D444 (including protruding portion) W399×H360×D384 (including protruding portion)

Weight (per unit) Approx. 51kg Approx. 37kg Approx. 25kg 

Accessories AC cable, remote control (batteries included), feet (4) 

 


